
Pin No. Signal name Descriptions

1 CD NC

2 RXD Receive Data

3 TXD Transmit Data

4 DTR Not used

5 GND Ground

6 DSR Not used

7 RTS
Short Circuit

8 CTS

9 RI NC

Serial RS232C: D-Sub 9-Pin (Female)

Pin Assignment and Signal Name

Remote Control Functions

Stand-by (On/Off)
Input Selection
Status
Surround On/Off
Sound Mute On/Off
Volume Up/Down
Normalization (N)
Exit (R)
Position/Action
Digital Zoom
Picture
Sound
Set Up
Picture Position/Size
Aspect
PC Mode Selection
Off Timer

1 2

6 7 8 9

3 4 5

Signal Level Complied with RS232C
Synchronous System Start/Stop Synchronous 

Communication
Baud Rate 9600 bps

Parity Nil
Character Length 8 bits

Stop Bit 1 bit
X Parameter Nil

Transmitting Conditions

Supplied Remote Control
(Comes with every Panasonic Plasma Display model.)

Preset Input Signals

Optional Board

Signal name

NTSC 15.73 59.95 ˆ ˆ
PAL 15.63 50 ˆ ˆ

PAL60 15.73 59.95 ˆ ˆ
SECAM 15.63 50 ˆ ˆ

Modified NTSC 15.73 59.95 ˆ ˆ

ˆ
ˆ
ˆ
ˆ
ˆ

525 (480)/60i 15.73 59.94 ˆ ˆ ˆ ˆ ˆ
625 (575)/50i 15.63 50 ˆ ˆ ˆ ˆ ˆ
525 (480)/60p 31.47 59.94 ˆ ˆ ˆ ˆ ˆ ˆ
625 (575)/50p 31.25 50 ˆ ˆ ˆ ˆ ˆ ˆ
750 (720)/60p 45 60 ˆ ˆ ˆ ˆ ˆ ˆ
750 (720)/50p 37.5 50 ˆ ˆ ˆ ˆ ˆ

1125 (1080)/60i 33.75 60 ˆ ˆ ˆ ˆ ˆ ˆ
1125 (1080)/50i 28.13 50 ˆ ˆ ˆ ˆ ˆ
1125 (1080)/24p 27 24 ˆ ˆ ˆ ˆ
1125 (1080)/24sF 27 48 ˆ ˆ ˆ ˆ ˆ
1250 (1080)/50i 31.25 50 ˆ ˆ ˆ ˆ ˆ
640 x 400 @70 31.5 70 ˆ ˆ ˆ ˆ ˆ
640 x 480 @60 31.5 59.94 ˆ ˆ ˆ ˆ ˆ ˆ

Mac 13 (640 x 480) 35 67 ˆ ˆ ˆ ˆ ˆ
640 x 480 @75 37.5 75 ˆ ˆ ˆ ˆ ˆ
852 x 480 @60 31.7 60 ˆ ˆ ˆ ˆ ˆ ˆ
800 x 600 @60 37.9 60 ˆ ˆ ˆ ˆ ˆ ˆ
800 x 600 @75 46.9 75 ˆ ˆ ˆ ˆ ˆ
800 x 600 @85 53.7 85 ˆ ˆ ˆ ˆ ˆ

Mac 16 (832 x 624) 49.7 75 ˆ ˆ ˆ ˆ ˆ
1024 x 768 @60 48.4 60 ˆ ˆ ˆ ˆ ˆ ˆ
1024 x 768 @70 56.5 70 ˆ ˆ ˆ ˆ ˆ
1024 x 768 @75 60 75 ˆ ˆ ˆ ˆ ˆ
1024 x 768 @85 68.7 85 ˆ ˆ ˆ ˆ ˆ

Mac 21 (1152 x 870) 68.7 75 ˆ ˆ ˆ ˆ
1280 x 1024 @60 64 60 ˆ ˆ ˆ ˆ
1280 x 1024 @75 80 75 ˆ ˆ ˆ ˆ
1280 x 1024 @85 91.1 85 ˆ ˆ ˆ ˆ
1600 x 1200 @60 75 60 ˆ ˆ ˆ ˆ
1067 x 600 @60 37.9 60.3 ˆ ˆ
1366 x 768 @60 48.4 60 ˆ ˆ

525 (480)/60i 15.73 59.94 ˆ

625 (575)/50i 15.63 50 ˆ
625 (575)/50p 31.25 50 ˆ
750 (720)/60p 45 60 ˆ
750 (720)/50p 37.5 50 ˆ

1125 (1080)/60i 33.75 60 ˆ
1125 (1080)/50i 28.13 50 ˆ
1125 (1080)/24p 27 24 ˆ
1125 (1080)/24sF 27 48 ˆ
1250 (1080)/50i 31.25 50 ˆ
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Panasonic Broadcast & Television Systems Company
Division of Matsushita Electric Corporation of America
Executive Office: One Panasonic Way 4E-7 Secaucus, NJ 07094 (201) 348-7000
www.panasonic.com/broadcast
EASTERN ZONE: One Panasonic Way 4E-7 Secaucus, NJ 07094 (201) 348-7621
Mid-Atlantic/New England: One Panasonic Way 4E-7 Secaucus, NJ 07094 (201) 348-7621
Southeast Region: 1225 Northbrook Parkway, Ste 1-160 Suwanee, GA 30024 (770) 338-6835
Central Region: 1707 N Randall Road E1-C-1, Elgin, IL 60123 (847) 468-5200
WESTERN ZONE: 3330 Cahuenga Blvd W., Los Angeles, CA 90068 (323) 436-3500
Government Marketing Department: 52 West Gude Drive, Rockville, MD 20850 (301) 738-3840

Panasonic Sales Company
Division of Matsushita Electric of Puerto Rico, Inc.
San Gabriel Industrial Park, 65th Infantry Ave., K.M.9.5, Carolina, PR 00630 (787) 750-4300

Panasonic Canada Inc.
5770 Ambler Drive, Mississauga, Ontario L4W 2T3 (905) 624-5010

Have assembly and installation done by a qualified electrician.
Simulated pictures on screen.

Specifications are subject to change without notice. Printed in Japan

Plasma Display

TH-50PHD6UY
50-inch (127 cm) diagonal 

High Definition Plasma Display

TH-42PHD6UY
42-inch (106 cm) diagonal 

High Definition Plasma Display

TH-42PWD6UY
42-inch (106 cm) diagonal 

Wide Plasma Display

TH-37PWD6UY
37-inch (94 cm) diagonal 

Wide Plasma Display

KYCE03S-01



Superior Picture Quality, 
Usability, Expandability — 
The Performance You Need in 
Professional Applications

Superior Picture Quality, 
Usability, Expandability — 
The Performance You Need in 
Professional Applications

Real MACH System: The Industry's Best 
Overall Picture Quality
Panasonic developed two new advanced components 
and integrated them in a synergetic way to form what 
we call the Real MACH system. 
The MACH Crystallizer provides the best driving 
characteristics for the display device. The MACH (Multi-
facet Asymmetrical Configuration Hyper-pixel) Panel 
then delivers the image's full quality potential. Together, 
these Panasonic plasma display technologies 
reproduce images with the gradation and sharpness 
levels that are best suited to the way the human eye 
perceives objects. The result is picture quality and 
image depth that make for a high-impact viewing 
experience.

Functions that Improve Usability 
Panasonic plasma displays offer a host of versatile 
functions that maximize display performance. For 
example, with Dual Picture mode you can 
simultaneously display signals from any two connected 
AV sources onto a single screen. Or with Digital Zoom, 
you can enlarge a portion of an image by up to three 
times normal size for added impact. These and other 
functions make Panasonic plasma display panels an 
excellent choice for professional applications.

Multi-Function Slots 
Accommodate a Host of Uses
Our new plasma displays now come equipped 
with three* of the multi-function slots that 
proved so popular in previous models. These 
slots, together with a variety of terminal boards 
available as options, let you customize the unit 
to meet your specific needs.
* The 37-inch model has two multi-function slots.
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Dual Pictures
You can simultaneously display images from any two different kinds of AV sources connected. Or, adding one of the optional terminal boards lets you display images from two of the same type of image source, such as two PCs or two DVD players  an industry first. This new function lets you take full advantage of the plasma display’s large screen.

� One touch of the remote control is all it takes to 
select a dual picture mode.

9-Point Digital Zoom
This function divides the screen into nine zones (or points) and lets you 
enlarge the image in any one zone to two or three times in each 
direction and display it on the full screen. Use this function, which is 
easy to operate with the remote control, to give your presentation 
greater impact.

* Digital Zoom does not work in Dual Picture mode. Images of SXGA resolution or higher from a 

PC or RGB source may not enlarge correctly.

ABC ABC
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Image-Enlarging Function for Multi-Screen 
Applications
The built-in image-enlarging function makes it easier to set up multi-
screen displays featuring four (2 x 2) or nine (3 x 3) units. For example, 
with nine 50-inch displays you can configure a huge display equivalent 
to 150 inches by simply connecting 
ordinary cables. That’s the kind of display 
that catches eyes at shopping malls and 
event sites. This function works with 
component video signals, so you can use 
enlarged images from DVD and other 
high-quality sources in your display. 
* The image-enlarging function operates on video signal and on PC/RGB signal up to XGA 
mode. However, a normal display may not be obtained with some PC/RGB signals.

Vertical Mounting
Panasonic plasma display can be positioned vertically to display 
portrait images and can serve as an effective storefront electronic 
signboard. The TH-42PHD6/50PHD6 can be set up vertically when a 
dedicated fan is installed.
¥ Fan Kit for Vertical Mounting Applications
TY-UPK50HV6 (for TH-50PHD6)
TY-UPK42HV6 (for TH-42PHD6)
* Operating temperature: 32 to 95¡F

Enhanced Screen Saver Functions
A variety of screen saver functions help minimize the risk of uneven 
phosphor aging. You can also use the timer to set the screen saver 
operating cycles, operating time, and start and stop times. This lets 
you make settings that match your application.
¥ White Bar Scroll:  White bars move across the screen from left to 

right at regular intervals. Good for ordinary still-image displays.
¥ Screen Reversal:  Displays 

images with the black and 
white reversed. Good for text 
displays.

¥ Side Panel Adjustment : 
Brightens the black bands on 
the sides of the screen when 
displaying images in the 
4:3 format.

¥ Wobbling:  Shifts the image’s position by several pixels at fixed time 
intervals.

¥ Peak Limit Mode:  Lowers the peak brightness level (image contrast) 
by 30%.

Long-Life Panel
Panasonic plasma display  panels boast a long service life of 
approximately 60,000 hours.*
* The time until panel brightness is reduced to half its initial level. However, this time varies 
depending on the content of the images displayed and the usage environment. Displaying a 
single still image for long periods should be avoided because it can cause the image to be 
burnt onto the screen, leaving a permanent afterimage. (The service life given above is 
intended as a guideline when displaying standard moving images.)

Energy-Saving Functions
A broad range of environment-friendly functions 
help minimize energy consumption.
¥ Plasma C.A.T.S. (Contrast Automatic Tracking System) 
Plasma C.A.T.S. automatically senses the ambient light conditions and 
adjusts the brightness and gradation accordingly, to provide the best 
possible picture contrast for each operating environment. This feature helps 
reduce power consumption and minimize the risk of uneven phosphor aging. 
¥ DPMS (Display Power Management Signaling)
Power is automatically turned on or off in response to a sync signal from the 
PC connected to the built-in PC input terminal. 
¥ Auto Power Off
When you’re using a device connected to the multi-function slots, the 
display panel goes into standby mode after about 10 minutes if no sync 
signal is received.
¥ Power Save Mode
Reduces the display’s brightness.
¥ Standby Power Save Mode
Reduces power consumption when on standby. (Start-up may take a few 
moments once the display is in this mode.)

Front Button Control
The five buttons on the front bezel give you instant access to all major 
functions via an easy-to-read on-screen menu display.

x2 Zoom

On-Screen Guidance

x3 Zoom


